
APPROPRIATE FASTENER

HIGH TEMP UNDERLAYMENT TIED
INTO ROOF UNDERLAYMENT

APRON FLASHING, HEAD WALL

TURN UP LEG AND SEAL
WITH SEALANT

Z-CLOSURE SET IN SEALANT,
FILLTHE SPACE  BETWEEN Z & PANEL

SEAM w/ URETHANE SEALANT

EIFS OR OTHER WALL PANEL SYSTEM

APPROPRIATE FASTENER

WOOD OR
OTHER

APPROVED 
SUBSTRATE

MIN. 6" WIDE HIGH TEMP UNDERLAYMENT
TIED INTO PROTECTIVE BARRIER

SHEATHING

Architectural Products
PLETEHEAD WALL ASSEMBLY - 1

HW-1
 1)  Temple Architectural Products provides generic details for estimating purposes only and assumes no liability for

the weather-tight integrity of these details if installed incorrectly.
 2)  Wood nailer or blocking must be installed to meet applicable building codes and/or support 200 LB load in any

given direction per linear foot.

Temple Architectural Products
1111 Lowell St.
Elyria, Ohio 44035

(440) 323-9393
Estimates@templearchitecturalproducts.com
www.templearchitecturalproducts.com
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